
TM-92.14 H
Two blades - for best collecting

.  

Dashpanel (without 
steering wheel)

Fuel gauge Hydrostatic gear box - no 
gear changing

Water connector for easy 
deck cleaning

Technical specifications

Engine manufacturer Briggs & Stratton Gear type Hydrostatic

Engine type Powerbuilt 3130 AVS Cutting tool clutch Electromagnetic

Displacement 344 cm³ Deck Twin Blade

Power rating at 3000 rpm 7,15 kW Cutting device 4Cut

Engine Vibration Damping AVS Tires rear 18 x 8.50-8"

For lawn surface up to approx. 4.000 m² Sound pressure level 86,0 dB(A)

Width 91 cm Uncertainty K according to 
2006/42/EC

0,3 dB(A)

Cutting height (min) 30 mm Sound power level 99,7 dB(A)

Cutting height (max) 80 mm Uncertainty K according to 
2006/42/EC

0,3 dB(A)

Container capacity 260 l Vibration acceleration (Seat) 0,50 m/s²

Weight 191 kg Uncertainty K according to 
2006/42/EC

0,1 m/s²

Heavy duty twin blade steel deck

E-start for easy engine starting

Water connector for easy deck cleaning

Electro Magnetic Blade Clutch

Easy grass box emptying by telescopic lever

Acoustic signal for grass box full

6-l-Fueltank for less tanking stops 

Turf wheels - minimum damage to lawn

Bright halogen headlights

Battery charger included
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